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Chadsworth Incorporated 
Classic Shutter Collection 

(10-Year Coverage Schedule  
For Claims Relating To Finish) 

 

 

Chadsworth Incorporated 
Classic Shutter Collection 

(10-Year Coverage Schedule  
For Claims Relating To Materials) 

 

Years of Use Obtained 
After Date of Purchase 

 

Percentage Of 
Purchase Price Less 

Taxes Paid That 
Chadsworth 

Incorporated Will Pay 
To Warranty Claimant 

 

Years of Use Obtained 
After Date of Purchase 

 

Percentage Of 
Purchase Price Less 

Taxes Paid That 
Chadsworth 

Incorporated Will Pay 
To Warranty Claimant 

 

0-3 Years 100% 0-3 Years 100% 

4-5 Years 75% 4-5 Years 75% 

6-7 Years 50% 6-7 Years 50% 

8-10 Years 25% 8-10 Years 25% 

More than 10 Years 0% More than 10 Years 0% 

Storm-Rated Product Performance Warranties 

 

Horizontal Storm Bar 
System (installed on 

Raised panel, Louvered, 
Board and Batten styles 
no arch and radius top) 

Vertical Storm Bar System2 
(installed on Architectural 

Louvered or Classic 
Collection Board and Batten, 

no arch or radius top) 

Bahama Storm System3 
(installed on 

Architectural Collection 
Bahama style) 

Meets the requirements of the Large Missile 
Impact Test (missile level D, wind zone 4)4,5 as 

defined by ASTM E 1886-05 and ASTM E 1996-
05 as specified in the International Residential 

Code and International Building Code 

Yes Yes Yes 

Meets the Static Pressure and Cyclic Wind load 
testing as described by ASTM E 1886-05 and 

ASTM E 1996-05 for storm shutters as specified 
in the State of Florida Building Code. 

 Yes Yes 

2
 Vertical Storm Bar System has been independently tested to a Design Pressure of 60 PSF. 

3
 Bahama Storm System has been independently tested to a Design Pressure of 60 PSF. 

4
 Wind Zone 4 = 140 mph wind speeds. 

5
 Copies of report summaries of all tests mentioned in this table are available from Chadsworth Incorporated upon written request. 


